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D-Series Doors Framed with

FG-Series Flush Glaze System

FG-450 (1 3 4" x 4 12") Non-Thermal
FG-451 (2" x 4 12") Non-Thermal
FG-451T (2" x 4 12") Thermal Break

Features & Options

Butt Hinge / Offset Pivot
Concealed Overhead Closer / Floor Closer
Standard / C-Pull and Push Handle
Paddle Release / Panic Device
Standard MS Lock / MS Latch Lock
Electric Strike / Magnetic Lock
Flush-Bolts on Inactive Leaf (For Pair Door)
1

4" or 1" Glazing Option

* Special hardware available upon request.
Please consult with sales rep.

Standard
D200 Narrow Stile

2 18" Stile & Top Rail
3 18" Bottom Rail

Standard
D350 Medium Stile

3 12" Stile & Top Rail
5" Bottom Rail

Standard
D500 Wide Stile

5" Stile & Top Rail
7 12" Bottom Rail

D SERIES COMMERCIAL DOORS

Offset Doors Opening In

Offset Doors Opening Out

Center Hung Doors Opening In & Out

Left Hand (LH)

Left Hand Reverse (LHR)

Right Hand (RH)

Right Hand Reverse (RHR)

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)

GAMCO
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Special Finish

Kynar Painted
Powder Coating
Acrylic Enamel

Single Acting Double Acting

DR-1



D200 SERIES STOCK DOORS

Clear Anodized (AL) / Dark Bronze Anodized (DU) Finish
D200 Series Doors / FG-450 (1 3 4" x 4 12") Non-Thermal As Frames
4" Mill Saddle / Standard Push/Pull Handle
Two Butt Hinges / Standard MS Locks / Both Sides Key Cylinders
Flush-Bolts on Inactive Leaf (For Pair Door)
1

4" Clear Tempered Glass (Optional)
No Closer

NOTE:
* Doors Only (Without Frames) also available

Single Door Pair Door Single Door with
Transom

Pair Door with
Transom

Type Frame Size Door Opening Size Actual Door Size

Single
Door

Pair
Door

Single Door w/
Transom

Pair Door w/
Transom

39 12" x 85 3 4"

75 12" x 85 3 4"

39 12" x 120"

75 12" x 120"

36" x 84"

72" x 84"

36" x 84"

72" x 84"

35 13
16" x 83 14"

35 13
16" x 83 14"

35 13
16" x 83 14"

35 13
16" x 83 14"

31 316" x 77 5 8"

31 316" x 77 5 8"

31 316" x 77 5 8"

31 316" x 77 5 8"

1
4" Glazing Size

For Pair Doors Swing-Out
Inactive Leaf Active Leaf

GAMCO
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Type Single Door Pair Door Top Rail

Narrow
Stile

Medium
Stile

Wide Stile

D SERIES DOOR PROFILES

Bottom Rail

Typical Profile Combination

Other Optional Top/Bottom/Mid Rails & Glazing Options

Top/Bottom Rails Mid Rails Mid Rail Adaptor 1/4" Glass Moulding 1" Glass Moulding

Type Header Jamb Door Stop

FG-450

FG-451

FG-451T

Saddle

Typical Frame Combination

GAMCO
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21
8" 21

8" 21
8"

31
2" 31

2" 31
2" 5"

5" 5" 5" 5" 71
2"

31
8"21
8"

31
2"

11
2"

1 4"
3

8"1 2"

5
8"

1
2"

1
4"

3
4"

41
2"

13
4"

41
2"

13
4"

41
2"

2"

41
2"

2"

41
2"

2"

41
2"

2"

21
8"

1 2"

13
4"

1 2"

13
4"

1 2"

4"

1 2"

4"

1 2"

4"

1 2"
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D SERIES PICTORIAL VIEW

Medium Door Assembly

Top Rail

Stile

Std Push Handle

Std Pull Handle

Glass Molding

Bottom Rail

Stile

Glass Molding

Shear Block

Glass Molding

Glass Molding

DR-4

Std MS Deadbolt
Lockset

Tie Rod

Butt Hinge

Butt Hinge
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FG SERIES FRAMES
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Single Pocket, Open Back with Screw
Spline. Mates with S-15293, S-16275,
S-7108, S-19576.

FG450 FRAMES

1-3/4" x 4-1/2" Frame System (FG-450)

S-16275

S-15295

S-15296

S-15405

S-15406

S-15721

S-18380

S-15747

S-19576

H-03084

H-03085

H-03087

S-07108

S-15691

S-25168

S-25169

S-25383

H-05416

S-15292

S-15293

Saddle Options

S-03688

S-22315

S-10072

S-19599

Die #Die # DescriptionDescriptionDiagram Diagram

Die #Die # DescriptionDescriptionDiagram Diagram

Open Back Filler with Pocket. Mates with
S-15292, S-15405, S-16275, S-19576,
S-25168, S-25383, S-15691.

Sill Cap. Mates with H-3084.

** Sill Shear Block.

Single Pocket, Open Back without Screw
Spline. Mates with S-15293, S-16275,
S-7108, S-19576.

** Header Shear Block.

Half Corner with One Pocket. Mates with
S-18380, S-15747, S-16275, S-19576.

Half Corner with Two Pockets. Mates
with S-18380, S-15721, S-16275,
S-19576.

D-Series Door Stop. Mates with
S-15292, S-15293, S-15405, S-15721,
S-15747, H-3084, H-3085, H-3087.

Half Corner. Mates with S-15721,
S-15747, S-15723, S-15724.

Open Back Flat Filler. Mates with
S-15292, S-15405, S-25168, S-15691,
S-15284, S-17758, S-25398, S-25383.

Pocket Filler. Mates with S-15292,
S-15293, S-15405, S-15721, S-15747,
H-3084, H-3085, H-3087.

Closed Back Sill. Mates with S-15295,
S-16275, S-19576.

Double Pocket Closed Back without
Screw Spline. Mates with S-16275,
S-19576.

Single Pocket Closed Back. Mates with
S-16275, S-19576.

Open Back Sill. Mates with S-25169,
S-15293, S-7108.

Sill Cap. Mates with S-25169, S-25383.

High Sill. Mates with S-25169, S-15293,
S-7108.

Sill Closed Back. Mates with S-25169,
S-16275, S-19576.

Sub-sill.

135° Corner. Mates with S-15293,
S-15286, S-7108.

NW50370

4" Mill Saddle, 12" High.

5" Mill Handicap Saddle, 14" High.

7" Mill Saddle, 12" High.

5" Panic Saddle with Stop, 716" High.

*Available Finish: Clear Anodized, Dark Bronze Anodized, White Painted.
**All Stock Length 24'-0" OR 19'-6"; EXCEPT Shear Block Stock Length 6'-0".

*Available Finish: Mill. 24'-0" Stock Length
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H-03089

H-03130

NW51770

NW51780

NW51790

S-15300

S-15916

S-17509 S-15302

S-25398

S-25397

H05406

S25377

FG451 / FG451T FRAMES

2" x 4-1/2" Frame System (FG-451)

S-15284

S-15286

S-15290

S-15301

S-15723

S-15724

S-16276

S-17758

S-19498

S-19577

S-22947

S-23857

H-03088

2" x 4-1/2" Thermal Frame System (FG-451T)

Die #Die # DescriptionDescriptionDiagram Diagram

Single Pocket, Open Back with Screw
Spline. Mates with S-15286, S-16276,
S-7108, S-19577.

Open Back Filler with Pocket. Mates with
S-15284, S-17758, S-16276, S-19577,
S-25398, S-25377, S-15691.

** Sill Shear Block.

Sill Cap. Mates with H-3088, S-23857.

Half Corner with One Pocket. Mates with
S-18380, S-15724, S-16276, S-19577.

Half Corner with Two Pockets. Mates
with S-18380, S-15723, S-16276,
S-19577.

D-Series Door Stop. Mates with
S-15284, S-15286, S-17758, S-15723,
S-15724, H-3088, H-3089, H-3130.

Double Pocket Closed Back with Screw
Spline. Mates with S-16276, S-19577.

Single Pocket Closed Back. Mates with
S-16276, S-19577.

Closed Back Sill. Mates with S-15301,
S-16276, S-19577.

Single Pocket, Open Back without Screw
Spline. Mates with S-15286, S-16276,
S-7108, S-19577.

** Shear Block.

Pocket Filler. Mates with S-15284,
S-15286, S-17758, S-15723, S-15724,
H-3088, H-3089, H-3130.

** Header Shear Block.

High Sill. Mates with S-15301, S-15286,
S-7108.

Open Back Sill. Mates with S-25397,
S-15286, S-7108.

Sill Cap. Mates with S-25398, S-25377,
H-5406.

1
4" Reducer.

1
2" Reducer.

3
8" Reducer.

Single Pocket, Open Back with Screw
Spline. Thermally Broken. Mates with
S-15916, S-17509, S16276.

Open Back Filler with Pocket. Thermally
Broken. Mates with S-15300, S-25377,
S16276.

Open Back Flat Filler. Thermally Broken.
Mates with S-15300, S-25377.

Closed Back Sill. Thermally Broken.
Mates with S-25397, S16276.

High Sill. Thermally Broken. Mates with
S-25397, S15916, S-17509.

Sub-sill. Thermally Broken.

*Available Finish: Clear Anodized, Dark Bronze Anodized, White Painted.
**All Stock Length 24'-0" OR 19'-6"; EXCEPT Shear Block Stock Length 6'-0".

*Available Finish: Clear Anodized, Dark Bronze Anodized, White Painted.
**All Stock Length 24'-0"; EXCEPT Shear Block Stock Length 6'-0".
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FG450 PICTORIAL VIEW

Screw Spline Assembly

S07108
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S15292

S25168

S15295

S25169

S15293

S15293

S15405

#552

#2860

H03084



FG450 PICTORIAL VIEW

Shear Block Assembly
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#553

#554

S15293

#554

H03085

S15296

S15295

S15296

#2860

S25169

H03087

H03084

S25168

S15406



12S12S

12O28S

12S33S

12O33S

12S28S

12O12O

12" Straight Over
12" Straight C-pull

12" Straight Over
27 3 4" Straight C-pull

12" Offset Over
27 3 4" Staight C-pull

12" Straight Over
33" Straight C-pull

12" Offset Over
33" Staight C-pull

12" Offset Over
12" Offset C-pull

H-03

H-06

H-05

H-04

H-01

H-02

A.R. #4568
European Lever Handle

Thumb-turn

Bottom Dead Lock

Generic Paddle Release
(A.R. #4590 DeadLatch Paddle)

European Lock

Lever Handle

A.R. #4565
Short Lever Handle

H

U
S

P

H-09 Cylinder Per Pair

H-10

* Specific Brand Name Hardware & Finishes Are Available Upon Request.

Electric Opener, AR 7101
16VAC / 24VAC For Pair
Door

Transformer, Plug-In 24V

Surface Mounted Closer, #4

Transformer, Plug-In 12V

Electric Opener, Trine 12V

Electric Opener, AR 7100
16VAC / 24VAC For Single
Door

Overhead Conceal Closer,
Complete SetH-COC

H-22

H-20

H-19

H-18

H-17

H-16

4 12" X 4" Butt Hinge, Nrp

Hardware

GAMCO

Est. 1986
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D SERIES & FG SERIES

Part # DescriptionDiagram

Walking Beam

Dead Bolt Lock With
Face Plate ( 1 18" OR 1 12"
Back Set )H-11

H-12

H-13

H-14

Hook Lock With
Face Plate ( 1 18" OR 1 12"
Back Set )

Dead Latch Lock With
Face Plate ( 1 18" OR 1 12"
Back Set )

H-15
Offset Pivot
Complete Set

Part # DescriptionDiagram

Spray Paint

Silicone

Single Suction Cup

H-32

H-27

H-28

H-29

FG-5



Flushbolt

Select #14 Continuous Hinge,
Fully Mortised 7'-0" Long

Jig #1 For Fin Tube

Dust Proof Strike

Half Bracket

Full Bracket

Saddle Bracket

Hinge Back-up Plate

Jig #2 For Fin Tube

Intermediate Pivot

Door Hold 5"

Select #14 Continuous Hinge,
Fully Mortised 8'-0" Long

Roton Continuous Hinge,
Surface-mount 7'-0" Long

H-40

H-46

Hardware

GAMCO
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D SERIES & FG SERIES

Part # DescriptionDiagram

H-41

H-42

H-43

H-44

H-45

Part # DescriptionDiagram

H-39

H-38

H-37

H-36

H-35

H-34

H-33

Glass Cleaner, Sprayway

* Specific Brand Name Hardware & Finishes Are Available Upon Request.

FG-6
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Part #Part # DescriptionDescriptionDiagram Diagram

2860 Rubber For 14" & 1" Glazing, (FG-450
&FG-451) 500 Feet Per Roll.

4759 Rubber For 3 8" Glazing, (FG-450) 500
Feet Per Roll.

2064 Exterior Rubber (For Curtain Wall
System) 500 Feet Per Roll.

4004 Interior Rubber (For Curtain Wall
System) 500 Feet Per Roll.

550 Pressure Bar Screw.

552 Screw (For FG-450/FG-451 Screw
Spline).

553 Screw (For FG-450/FG-451 Shear
Block).

554 Bracket Screw (Fin Tubing).

555 Molding Screw (Self-Tap) .

Combo Screw (Door Hinge).556

RUBBER GASKETS & SCREWS
GAMCO

Est. 1986

(718) 359-8833www.gamcocorp.com MS-1

559 Self-Tapping Screw.

560 Screw (For Curtain Wall Shear Block).

561 Screw (For Curtain Wall Shear Block).
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TUBES - ANGLES - CHANNELS

1 3 4" x 4" Double Fin (0.068" Thickness).

FIN TUBES - PLAIN TUBES - ANLES - CHANNELS

S-09300H-04370

Die #Die # DescriptionDescriptionDiagram Diagram

1" x 12" Apply Door Stop.

H-04371 1 3 4" x 4" Single Fin (0.068" Thickness).

S-01922 1
2" x 12" Molding (0.06" Thickness).

H-04330
H-01159

1 3 4" x 1 3 4" Square Tube (H-01159: 18"
Thickness).

H-04329
H-02508

4" x 4" Square Tube (H-02508: 18"
Thickness).

H-05176 4 12" x 4 12" Square Tube (0.11"
Thickness).

H-53230
H-03295

2" x 4 12" Plain Tube (H-03295: 18"
Thickness).

H-04783
H-00593

1 3 4" x 4" Plain Tube (H-04783: 0.068"
Thickness; H-00593: 18" Thickness).

H-05177 1" x 4" Plain Tube (0.09" Thickness).

H-01160 1 3 4" x 4 12" Plain Tube (0.094"
Thickness).

H-04071
H-03827

1 3 4" x 6" Plain Tube (H-03827: 0.109"
Thickness).

3
4" x 3 4" U Channel (18" Thickness).S-02323

1" x 1" U Channel (18" Thickness).S-16190

1 14" x 1 14" U Channel (18" Thickness).S-02306

1" x 1 3 4" x 1" U Channel (18" Thickness).S-04719

S-09190 Mill Door Stop Clip.

S-20492 1 3 4" x 18" Thickness Flat Bar (Mill, 6'-0").

S-02315 3
4" x 3 4" Angle (116" Thickness).

S-02367 1" x 1" Angle (116" Thickness).

S-15666 1 14" x 1 14" Angle (116" Thickness).

S-02316 1 14" x 1 14" Angle (18" Thickness).

S-02622 1 12" x 1 12" Angle (116" Thickness).

S-26044 1 3 4" x 1 3 4" Angle (116" Thickness).

S-04419 2" x 2" Angle (116" Thickness).

S-04393 1
2" x 1" Angle (116" Thickness).

S-51857 1" x 5" Angle (116" Thickness).

S-14454 4 12' Flat Groove Facia.

S-17025 Herculite Door - Square Shoes.

S-17026 Herculite Door - Bevel Shoes.

S-22231 Herculite I-Line Door Stiles.

H-08021 3" x 3" Square Tube (18" Thickness).

MS-2
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C-25004

CW250 SERIES PROFILES

2-1/2" Profile Inventory

H-02762

H-02763

S-24337

C-25002
S-49755

S-38903

S-52053

S-29262

S-29263

Die #Die # DescriptionDescriptionDiagram Diagram

2 12" x 5 12" Back Member.

2 12" x 3 7 8" Back Member.

2 12" x 2 3 8" Back Member.

2 12" x 5 8" Snap Cover. Mates with
S-08047 (S-40186).

2 12" x 5 8" Bevel Cover. Mates with
S-08047 (S-40186).

2 12" Pressure Bar. Mates with S-08045
(S-40188).

Shear Block.

End Cap.

F Channel 3 516".

F Anchor.

T Anchor.

5 12" Subsill.

*Available Finish: Clear Anodized and Dark Bronze Anodized.
**All Stock Length 24'-0" OR 19'-6"; EXCEPT Shear Block, Anchor Stock Length
6'-0".

GAMCO
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H-02001
H-09182

S-08545
S-40188

S-08547
S-40186

CW-1
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CW250 SERIES PICTORIAL VIEW

2-1/2" Curtain Wall Assembly

F-Channel

Snap Cover

Pressure Bar

Back Member

Shear Block

Back Member

CW-2

#560

Exterior Rubber

Interior
Rubber

T-Rubber

#550

#550

#560

#561
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HS350/I-LINE HERCULITE DOORS

Single Door Pair Door

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)

Special Finish

Kynar Painted
Powder Coating
Acrylic Enamel

Metal Cladded

Stainsteel
Muntz

Features & Options

Headers with C.O.C & Bottom Pivot or Walking Beam & Floor Closer
1

2" Clear Tempered Glass with Polished Edges
Choice of I-Line Vertical Stiles
12" C-Pull and Push Handle or Full Height Ladder Handles
Choice of Full Shoe or Patch Fitting on Top and Bottom
4" Mill Saddle
7" Mill Saddle or Cover Plate (Floor Closer Type)
Bottom Dead Locks / Key Cylinders on Both Sides

* Special Hardware Available Upon Request.

Plain Tube System as Header

1 3 4" x 4 12" Plain Tube OR Pocket Tube
1 3 4" x 4" Plain Tube OR Pocket Tube

HS-1

I-Line Stile

3
4"

1 
7

8"



Type Opening Size Door Size

Single
Door

Pair
Door

36" x 85 3 4"

72" x 85 3 4"

35 3 4" x 83 14"

35 13
16" x 83 14"

35 3 4" x 78 14"

1
2" Glazing Size

35 13
16" x 78 14"

GAMCO
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HS350/I-LINE PROFILES

Single Acting Double Acting

Center Hung Doors - Opening Option

Standard Size Doors

Die #Die # DescriptionDescriptionDiagram Diagram

H-04783
H-00593

1 3 4" x 4" Plain Tube (H-04783: 0.068"
Thickness; H-00593: 18" Thickness).

H-01160 1 3 4" x 4 12" Plain Tube (0.094"
Thickness).

S-17025 Herculite Door - Square Shoes.

S-17026 Herculite Door - Bevel Shoes.

S-22231 Herculite I-Line Door Stiles (3
4").

Herculite Door Profile Inventory

S-03688 4" Mill Saddle, 12" High.

S-10072 7" Mill Saddle, 12" High.

S-22315 5" Mill Handicap Saddle, 14" High.

5" Saddle with Stop, 716" High.S-19599

*Available Finish: Clear Anodized, Dark Bronze Anodized & White Painted.
*All Saddle in Mill Finish.
**Stock Length 24'-0" Stock Length.

HS-2



Full Shoe on Top & Bottom C.O.C.
Header & Bottom Pivot

4" Mill Saddle

GAMCO
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HS350/I-LINE DOOR TYPES

Full Shoe on Top & Bottom
Walking Beam & Floor Closer
7" Mill Saddle or Cover Plate

Patch Fitting on Top & Full Shoe on Bottom
 C.O.C Header & Bottom Pivot

4" Mill Saddle

Patch Fitting on Top & Full Shoe on Bottom
Walking Beam & Floor Closer
7" Mill Saddle or Cover Plate

Patch Fitting on Top & Bottom
 C.O.C Header & Bottom Pivot

4" Mill Saddle

Patch Fitting on Top & Bottom
Walking Beam & Floor Closer
7" Mill Saddle or Cover Plate

Herculite Door Door Types

HS-3
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HS SERIES PICTORIAL VIEW

Herculite Door Assembly

Cover Plate

Pivot Stud &
Bearing

Jamb

Top Shoe

Bottom Shoe

Jamb

HS-4

Corner Bracket
C.O.C. Body
End Load Arm
Sliding Channel
Shoe Cap

1
2" Tempered

Glass

Header

Angle
Bracket

C-Pull Handle

Pivot Bearing
Reatiner

Saddle Clip

Hex Jam Nut

Key Cylinder

Bottom Lock

Saddle/Threshold Saddle Clip

Setting Block
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PROJECT-IN
HOPPER

PROJECT-OUT
AWNING

FIXED LITE

SINGLE
SWING-OUT
CASEMENT

FIXED LITE OVER
PROJECT-IN HOPPER

FIXED LITE OVER
PROJECT-OUT
AWING

TWIN SWING-OUT
CASEMENTS

FIXED LITE
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Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)
Bronze Painted (BP)

Special Finish

Kynar Painted
Powder Coating
Acrylic Enamel

Features & Options

2 12" Profile / Thermal Break Aluminum
Equal Legs
Commercial Grade: 116" Wall Thickness
Heavy Duty Commercial Grade: 18" Wall Thickness
Interior 14" or 1" Glazing Option
4-Bar Hinges / Cam Handles (Hopper, Awning, Casement)
Butt Hinges / Rotary Handles / Two-Point Lock (Casement Only)
Screen Optional

* Note: Windows wider than 48" will receive two handles

W250 SERIES WINDOWS

WD-1
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W250 SERIES PICTORIAL VIEW

Typical Awning Pictorial View

Front View Back View

Profile Section View Closed Position View

Main Frame

Project Out

Glazing
Bead

WD-2
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W250 SERIES PICTORIAL VIEW

Typical Fixed Window Pictorial View

Mullion Butt Joint

Miter Joint with
Corner Key

Main Frame

Corner Key

Main
Frame

Mullion

Mullion Butt Joint

Mullion

Main Frame

WD-3
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W250 SERIES SCREEN

Screen with Wicket

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)
Bronze Painted (BP)

Features & Options

For Awnings or Swing-Out Casements w/ Cam Handles
Fiberglass Mesh / Aluminum Mesh

* Note:
- Windows Receiving Two Cam Handles Will Receive Two Wickets.
- Swing-Out Casements w/- Rotary Handles Do Not Require Wickets.

Profile Section View

Wicket

Screen
Frame

WD-4
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W250 SERIES SCREEN

Project-In Window Screen

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)
Bronze Painted (BP)

Features & Options

For Hoppers or Swing-In Casements w/ Cam Handles
Fiberglass Mesh / Aluminum Mesh

*Note:
- Screen can be removed from inside by releasing mounting clips.
- Mesh replacement can be done with ease.

Profile Section View

Screen Corner Key

Screen Frame

WD-5
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W250 SERIES HARDWARE

Window Hardware

Four-Bar Hinge

Sizes
2.5mm x 10"
2.5mm x 12"
2.5mm x 20"
3mm x 12"
3mm x 16"
3mm x 18"

Limit / Friction Arm

Support Arm

Casement Window Hinge

Projected In Window Handle

Projected Out Window Handle

Casement Rotary Crank Handle

Casement Vertical Keeper Handle

Sizes
8" / 12" / 16"

Sizes
8" / 12" / 16"

WD-6
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L SERIES LOUVERS

L Series Louver System...................................... LV-1
L Series Pictorial View......................................... LV-2
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L SERIES LOUVER SYSTEM

Typical Louver Assembly

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)
Bronze Painted (BP)

Special Finish

Kynar Painted
Powder Coating
Acrylic Enamel

Features & Options

L250 Series - 2 12" Profile / Non-Thermal Break Aluminum
L350 Series - 3 14" Profile / Non-Thermal Break Aluminum
Standard 45° Blades
Bird-Screen or Insect Screen at Interior - Optional

* Note:
- Louvers wider than 40" will have center support mullions at the back.

L250 Series - 2 12" Profile Frame

L350 Series - 3 14" Profile Frame

LV-1
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L SERIES PICTORIAL VIEW

Typical Awning over Louver

Features & Options

W250 Series Awning
2 12" Profile / Thermal Break Aluminum / Equal Legs
Commercial Grade: 116" Wall Thickness
Heavy Duty Commercial Grade: 18" Wall Thickness
Interior 14" or 1" Glazing Option
4-Bar Hinges / Cam Handles

L250 Series - 2 12" Profile / Non-Thermal Break Aluminum
Standard 45° Blades
Bird-Screen or Insect Screen at Interior - Optional

* Note:
- Louvers wider than 40" will have center support mullions at the back.
- H-Mullion is needed to join the two pieces.

LV-2



GAMCO

Est. 1986

(718) 359-8833www.gamcocorp.com

BD325 SERIES BALCONY DOORS

BD325 Series System..........................................BD-1
BD325 Series Pictorial View................................BD-2
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BD325 SERIES BALCONY DOORS

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)
Bronze Painted (BP)

Special Finish

Kynar Painted
Powder Coating
Acrylic Enamel

Features & Options

3 14" Profiles / 18" Wall Thickness / Insul-bar Thermal Break
1" Insulated Clear Tempered Glass
European Lockset
Multi-Point Lock System
Double Door Available
Transom and Sidelite
In-swing and Out-swing

Single Door Single Door with SideliteSingle Door
with Transom

BD-1
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BD325 SERIES  PICTORIAL VIEW

Pair Door with Transom

Typical Balcony Door

BD-2

Frame Details

Operating Vent Details

Head

Transom
Bead

Jamb

Door Stop

Sash

Sill
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SK2000-SP Pictorial View................................... SK-1
SK2000-HE Pictorial View................................... SK-2
SK2000-CP Pictorial View................................... SK-3
SK2000-GE Pictorial View...................................SK-4
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Single Pitch - Curb Mount Skylight

Available Finish

Clear Anodized (AL)
Dark Bronze Anodized (DU)
White Painted (WT)

Special Finish

Kynar Painted
Powder Coating
Acrylic Enamel

Features & Options

2" Rafter Profiles
Four Sides Curb Mount
1

4" - 1" Glazing Option

SK2000-SP PICTORIAL VIEW

SK-1

Sill and Rafter

Rafter and Purlin
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Hip End - Curb Mount Skylight

SK2000-HE PICTORIAL VIEW

Ridge

Hip at Sill

Hip End

Purlin at SillRafter at Sill

SK-2
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Typical Hip End Copula

SK2000-CP PICTORIAL VIEW

SK-3

Features

Hipped End Skylight on Top
3 12" Rafter Profiles
FG451 System as Vertical Walls
2" x 4 12" Profiles - Non Thermal Break
4 12" x 4 12" Corner Post
L325 - 3 14" Louver / 45° Blades
Four Sides Curb Mount with Sub Sill
1" Glazing Option

PurlinRafter

Adjustable
Arm & Base

Sub Sill

4 12" x 4 12"
Corner Post

Storefront
Mullion

3 14" Louver
Frame

45° Blade

Adjustable Arm
& Base

Storefront
Sill & Cap

Single Pocket
Closed Back

Hipped Rafter



GAMCO

Est. 1986

(718) 359-8833www.gamcocorp.com

Typical Gable End Skylight

SK2000-GE PICTORIAL VIEW

Features

3 12" Rafter Profiles
120° Ridge
Gable End with Vertical Mullion
1" Glazing

Ridge

Gable Rafter
& Terminator

Gable Sill
Adjustable
Arm & Base

Rafter

Pressure Bar

Snap On Cap

SK-4
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Architectural Perforated Grilles

Available Finish

#4 Stainless Steel Finish

Stock Length

L = 72" / 84" / 96" / 108"

Specification

For use with 13
4" Metal /

Wood Doors
For use with 12"
Tempered Glass Doors

Features & Options

Utilizing 16 gauge stainless steel 304 type, 11
4" Ø

tubular pull handles back-to-back with top post
pre-mounted, mid-post and bottom post loose, the
smart design is engineered for fast field cut and easy
on-site installation for doors of all heights.
Manufactured in various standard lengths, the
system not only minimizes cost and labor but also
adds contemporary beauty on standard entrances
while ensuring strength and durability.

LLP-Series Ladder Style Handles European
Handle Lockset

Standard cladding for storefront &
entrance doors, 20ga stainless steel, 304
type, #4 finish,120" stock length available.

Architectural bending for copings,
column covers, beam wraps, building
facades, canopies in custom panels with
reveals or butt joints.

Architectural perforated metals are
available in a wide assortment of
materials and patterns. Materials
include brass and stainless steel in a
number of finishes.

Stainless Steel
#4 Finish

Architectural Metal Bending & Cladding

ARCHITECTURAL METALS

AM-1

FITS ON

NARROW

STILE

DOORS!
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ARCHITECTURAL PULL SYSTEM

Available Finish

#4 Stainless Steel Finish

Stock Length

L = 72" / 84" / 96" / 108"

Specification

For use with 13
4" Metal / Wood Doors

For use with 12" Tempered Glass Doors

Features & Options

Post mounted door pulls are clean and flexible solution for
all kind of doors. Utilizing 16 gauge stainless steel 304
type, 11

4" Ø tubular pull handles back-to-back with top
post pre-mounted, mid-post and bottom post loose, the
smart design is engineered for fast field cut and easy
on-site installation for doors of all heights. Manufactured in
various standard lengths, the system not only minimizes
cost and labor but also adds contemporary beauty on
standard entrances while ensuring strength and durability.

LLP-Series Ladder Style Handles

11
4"

21
4"

1"

11
2"

L

2 pcs

2 pcs

2 pcs

6 pcs

8 pcs

3 pcs

1 pcs 3 pcs

Pre-closed Ends

Optional
Mid-Post

Self-mounted
Bottom Post

Parts (Loose)

Mid-Post

Installation

Bottom Post

Installation

Open Ends

Push-On End Caps

3
8-16 Thread

Rod (Sold
Separately)

Pre-mounted
Top Post

Note: Make sure the
exposed set-screws
are always on the
interior side of the
door.

Set Screw

Note: Mid-Posts are
required to add
extra strength to
doors of over size.

Pictorial View

AM-2
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ARCHITECTURAL METAL PRODUCTS

European Handle Lockset Assembly

Stainless Steel #4 Finish.
Fits on Narrow Stile Doors.

AM-3
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ARCHITECTURAL RAILING SYSTEMS

Glass Clamp Post Railing System

AM-4

Base Flange

Base Cover

2" Post

1 12" Hand Rail

3
8" or  12" Tempered /

Laminated Glass

2" Radius
Glass Clamp


